
5
	

D
ual C

heck V
alves

See Flow Charts on p. 75.48	 For additional information, request literature  ES-LF7R.

Features
• � Can be installed vertically or  

horizontally
• � Available with combination of inlet/

outlet sizes, types or thread and end 
connection

Pressure-Temperature
Temperature Range: 33°F – 180°F 
		  (0.5°C – 82°C) continuous
Maximum Working Pressure: 175psi
					     (12.1 bar)

Series LF7R
Dual Check Valves
Sizes: 1⁄2" – 1" (15 – 25mm)

LF7R

LF7R
	 Series LF7R Dual Check Valves are designed for non-health 		
	 hazard residential water system containment and continuous pres-

sure applications, such as the drinking water supply service entrance or individual outlets. 
Series LF7R uses two compact replaceable check modules and is installed immediately 
downstream of the residential water meter. The LF7R features Lead Free* construction to 
comply with Lead Free* installation requirements.

LEAD FREE*

Materials
• � Body: Lead Free* copper silicon alloy
• � Check Modules: Engineered plastic
• � Discs: Santoprene 
• � Seals: EPDM 
• � Springs: Stainless steel

Dimensions and Weights

Approvals

1024

*The wetted surface of this product con-
tacted by consumable water contains less 
than 0.25% of lead by weight.

 Model	size	dimensions	   Weight

	 A	 B
	 in. 	 in.	 mm	 in.	 mm	 lbs.	 kgs.

 	 1⁄2	 35⁄8	 92	 17⁄8	 48	 .7		 .32
	 3⁄4 	 35⁄8	 92	 17⁄8	 48	 .7		 .32
 	 1	 37⁄8	 99	 17⁄8	 48	 .8		 .36
 LF7RU2-U2	 3⁄4	 311⁄16	 93	 17⁄8	 48	 .9		 .41
 LF7RU10-U2	 1	 41⁄2	 114	 17⁄8	 48	 1.7		 .77
 LF7RU10-U3	 1	 413⁄16	 122	 17⁄8	 48	 1.7		 .77
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Series LF7R: Inlet/Outlet Connections – Types available, ordering code, sizes available.

 ConnecTIOn	connection		   Sizes availablE
 type	 code

		  in.		  mm

 National Pipe Thread Female	 2	 1⁄2 , 3⁄4, 1		  15, 20, 25
 National Pipe Thread Male	 3	 1⁄2 , 3⁄4, 1		  15, 20, 25
 Female Meter Thread (Swivel)	 10	 3⁄4, 1		  20, 25
Union (U) Connections available on all inlet/outlet types and sizes.
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